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NT1091

050500

161017

004584

NT1200

NT1555

161118

174322

161101

161100

NT1009
NT1011
NT1012
NT1013
NT1045
NT1046
NT1269
NT1270
NT1091
NT1797
NT1798
174322
161017
161100
161101
161118
NT1200
NT1555

Z004584

Z050500

Heater, 208V, 14.4kW (new ver.)
Heater, 240V, 14.4kW (new ver.)
Check Valve Assembly
1/4" X 4" Long Aluminum Tube
Hose 5/16" 28" Long EPDM
Hose 3/4" 16.75" Long EPDM
Hose 5/16" 12" Long EPDM
Brass Tee- 1/2 FP
Brass Elbow Fitting- Hose Barb 
X 90 Degree Male- Blockstyle
Fitting Compression 90 
1/8NPT X 1/4CC
Elbow Female 90 Deg

NT1079
NT1080
125907 Gasket, Door HY-5 Silicone



SYMPTOM POSSIBLE CAUSE

TO PREVENT ELECTRICAL SHOCK DISCONNECT
AC INCOMING POWER BEFORE SERVICING.

NO USER SERVICEABLE PARTS INSIDE.
REFER SERVICING TO QUALIFIED

SERVICE PERSONNEL ONLY.

WARNING

No Lights When
ON Is Pressed

Unit Turns ON When
"ON" Pushed- Turns
OFF When Released

"Add Water" Light On

Unit Won't Heat Up:
1) w/ Steam Out Exhaust
2) w/o Steam Out Exhaust

Heat Stays On
(Light Stays On)

Heat Stays On
(Light Cycles) SSR-1/SSR-2

Normal When Door Open, PS-1, SSR-1/SSR-2
(If Door Is Leaking Steam- Adjust First)

Steam Orifice Is Blocked
PS-1, SSR-1/SSR-2, CR-2 Not Working In Cook Mode

Not Enough Water In Chamber, Build-Up (Lime) On
Chamber Bottom, OT-2/OT-3 or AWR.

Auxilary Contact on MC, N.C. Contact- OFF Pushbutton

Facility Main Breaker, Unit Ran Dry- No Water In Chamber,
F1/F2 Fuse, Hi-Limit (OT-1), MC, CR-1 or N.O. Contact- 
ON Pushbutton

OPERATING SUMMARY
When the timer is at the HOLD position, heat is controlled by the HOLD Thermostat.
When the timer is at any other position, heat is directly controlled by PS-1 (pressure
switch). Note: Both COOK and HOLD Mode heat outputs are directed through PS-1.

It is normal for the Heat Indicator Light to cycle ON and OFF.

The Convection Fan (CFM) is only on during the cooking cycle.

REFER TO WIRING DIAGRAM FOR ADDITIONAL INFORMATION
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TROUBLESHOOTING GUIDE
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AWR

PL2

BZ1

BZ2

CR2

MC

MC

OT1 OT4

OT2 OT3

AWR

AWR

PB1

PB2
MC

CR1CR1

SSR2

SSR1

DS1
CFM

MASTER
CONTACTOR

CONTROL
RELAY 1

ADD WATER
RELAY

ADD WATER
LAMP

ADD WATER
BUZZER

COOK MODE
LAMP

CONTROL
RELAY 2

CONVECTION
FAN MOTOR

CYCLE END
BUZZER

FUSES
(FRN-R5)

ON

OFF

L1 L2 L3   

WIRING DIAGRAM WD-2 

TB2 TB2

WHITE

R
ED

BLK

YEL

OR GRAY

BRN

RED LT BLUE

GRAY

RED

GRAY

BLK BLK PINK

YEL

THIS  LEG  REMOVED  ON  SINGLE  PHASE  UNITS

GND

HEATING ELEMENT CONFIGURATION
SELECT MODEL BELOW

CR1

PL1

480VAC

240VAC

BROWN 

PL3

SSR2

PL4

CR2 CR2

T.C.
“K”

SSR1

PS1

R1

R2

CR2

HEAT LAMP

HOLD MODE
LAMP

YEL OR

BLK

G
R

AY

HEATER RELAY 1

HEATER RELAY 2

THERMOSTAT

OR

YEL

TB1

1L1 1L2 1L3
MODELS:   XS208-6-1

XS240-6-1

TB1

1L1 1L2 1L3
MODELS:   XS208-8-1

XS240-8-1

TB1

1L1,1L2,1L3 1L1,1L2,1L3
MODELS:    > SN 5500

XS208-14-3, XS240-14-3

TB1

1L1 1L2 1L3

MODELS:   XS208-8-3, XS240-8-3
XS208-12-3, XS240-12-3

XS480-12-3
< S/N 5500  

XS208-14-3, XS240-14-3

TO TB1

IMPORTANT
DO NOT CONNECT POWER

TO L3 ON SINGLE PHASE UNITS

XFMR T1 - (480 UNIT ONLY)

VI
O

LE
T

VIOLET

21

3

4

5

N

TIMER

15K , 5W, 250WV

15K , 5W, 250WV

TM

GND

L1 L2

NC

COM

NO

H

L

G

AUTO-FILL
LEVEL

CONTROL

LOW
PROBE

HIGH
PROBE

F1 F2

SOL1

FB

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

19

20

21

22

23

24

25

CONNECT
TO F1 FOR
AUTO-FILL

OPTION

CONNECT
TO F2 FOR
AUTO-FILL

OPTION

IMPORTANT
STD. UNIT SHOWN 

CONNECTED.
FOR UNIT WITH 

AUTO-FILL OPTION, 
THE “ADD WATER” 

INDICATING 
CIRCUITRY (10-13) 

IS  REMOVED.

USED ON 14.4kW
UNITS ONLY

NOT USED ON 14.4kW

+ -
1 3 4 5 6 7

YE
L

R
ED

REFER SERVICING TO QUALIFIED 
PERSONNEL ONLY. DISCONNECT AC 

INCOMING POWER BEFORE 
SERVICING.

WARNING

OPTIONAL
AUTO-FILL
CONTROL
CIRCUITRY

THREE PHASE
UNITS ONLY

GRAY WHITE
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