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PROGRAMMING RECIPES ON A COOK 2 TEMP CONTROL

ENTER CODE 1111 AND SELECT RECIPE NUMBER TO PROGRAM

SELECT PREHEAT TEMP AND STEP 1 MODE:

STEP 1 MODES COOK MODE
AUTO COOK 2 TEMP 

MODE
MANUAL COOK 2 TEMP 

MODE
UNIT HOLD MODE PRODUCT HOLD MODE

ADDITIONAL STEPS 
(Optional)

STEP 2 MODE STEP 2 MODE STEP 2 MODE STEP 2 MODE STEP 2 MODE

STEP 3 MODE STEP 3 MODE STEP 3 MODE STEP 3 MODE STEP 3 MODE

STEP 4 MODE STEP 4 MODE STEP 4 MODE STEP 4 MODE STEP 4 MODE

ALARMS (Optional - 
only in Cook Mode)

ALARM 1*

ALARM 2*

ALARM 3*

SELECT NEXT RECIPE OR EXIT PROGRAMMING MODE

* NOTE: Alarms can not be used in any recipe that includes C2T or Hold steps



2	 OM-COOK-2-TEMP CONTROL

PROGRAMMING RECIPES ON A COOK 2 TEMP CONTROL
ENTER PROGRAMMING MODE (  )

1.	 Turn on kettle

a.	 Display will read “set mode”

2.	 Hold both C2T buttons for approximately 6 seconds until display reads “Code” 
then release

3.	 Enter code “1111” using the temperature knob then press “enter”

4.	 Select recipe number using the knob then press “enter”

5.	 Set desired preheat temp or “none” using the knob then press “enter” 

6.	 Select the desired mode for step 1 of the selected recipe number using the 
knob and then press “enter”

COOK MODE (  )

1.	 Enter the desired cook time for step 1 using the knob and press “enter”

2.	 Set desired cook temperature for step 1 using the knob and press “enter”

3.	 Select the desired mode for step 2 of selected recipe, or “none” and press 
“enter”

4.	 Set alarm 1 time (choose the point in the timer countdown that you want 
the alarm to sound (selecting 0:45 in a one-hour cook cycle will sound the 
alarm 15 minutes after the start of cooking (45 minutes remaining on the 
countdown). If no alarms are desired select :00. Press “enter”

5.	 Select alarm 1 name (Add, Flip or Stir) and press “enter”

6.	 Set alarm 2 time (note that alarm 2 must come after alarm 1 in the countdown 
(lower number). If no additional alarms are desired select :00 and press 
“enter”

7.	 Set alarm 3 time (note that alarm 3 must come after alarm 2 in the countdown 
(lower number). If no additional alarms are desired select :00 and press 
“enter”

8.	 When done with steps, the display will scroll “Select Recipe” – select another 
recipe number and repeat instructions or select “Exit” and press “enter”

COOK 2 TEMP MODES
COOK2TEMP AUTO MODE (  )

1.	 Set desired target temperature for product (probe) using the knob and press 
“enter”

2.	 Select the desired mode for step 2 of selected recipe, or “none” and press 
“enter”

3.	 Note: Alarms can not be used in any recipe that includes C2T or Hold steps

4.	 When done with steps, the display will scroll “Select Recipe” – select another 
recipe number and repeat instructions or select “Exit” and press “enter”

COOK2TEMP MANUAL MODE (  )

1.	 Set desired cooking temperature for unit using the knob and press “enter”

2.	 Set desired target temperature for product (probe) using the knob and press 
“enter”

3.	 Select the desired mode for step 2 of selected recipe, or “none” and press 
“enter”

4.	 Note: Alarms can not be used in any recipe that includes C2T or Hold steps 

5.	 When done with steps, the display will scroll “Select Recipe” – select another 
recipe number and repeat instructions or select “Exit” and press “enter”

HOLD MODES
HOLD UNIT TEMP MODE (             )

1.	 Set desired holding time using the knob and press “enter”

2.	 Set desired holding temperature for the unit using the knob and press “enter”

3.	 Select the desired mode for step 2 of selected recipe, or “none” and press 
“enter”

4.	 Note: Alarms can not be used in any recipe that includes C2T or Hold steps

5.	 When done with steps, the display will scroll “Select Recipe” – select another 
recipe number and repeat instructions or select “Exit” and press “enter”

HOLD PRODUCT TEMP MODE (             )

1.	 Set desired holding time using the knob and press “enter”

2.	 Set desired holding temperature for the product (probe) using the knob and 
press “enter”

3.	 Select the desired mode for step 2 of selected recipe, or “none” and press 
“enter” 

4.	 Note: Alarms can not be used in any recipe that includes C2T or Hold steps 

5.	 When done with steps, the display will scroll “Select Recipe” – select another 
recipe number and repeat instructions or select “Exit” and press “enter”

NOTES

1.	 Once programmed, recipes can be selected by holding both C2T buttons for 
approximately 3 seconds until display reads “select recipe” then releasing. 
Select desired recipe number and press enter to begin cooking

2.	 You can cancel a recipe cook cycle by holding both C2T buttons for 
approximately 3 seconds until the display reads “set mode”

3.	 To acknowledge and silence and alarm, press “enter”. The cook cycle is not 
affected by alarms and will continue whether the alarm is silenced or not

SETTINGS RANGES

KETTLES BRAISING PANS

UNIT TEMP RANGE 100F-287F 175F-425F

PRODUCT TEMP RANGE 100F-230F

COOK TIME RANGE 00:01-10:00

HOLD TIME RANGE 00:01-04:00


